
LOADLINK  plus 
ELECTRONIC LOAD & 
TENSION MONITORING DEVICE 
WITH INTEGRAL DISPLAY OR
HAND HELD READOUT

     • Unique Audible Setpoint Alarm 
    to Maintain Safe Load Limits

     • 2200 lb to 275 ton Capacities

     • Peak Hold Function for Testing
    and Weighing

     • Overload Counter to Monitor
    Improper Use

     • Manufactured from Traceable Materials

     • Accurate to ± 0.3 % of Applied Load

     • Supplied with Carry / Storage Case

     • Industry Leader in Safety Ratings

     • Uses Standard Crosby Fittings

     • Rugged and Weatherproof

A Higher Level of Precision…A Higher Level of Performance.

Manufactured in the UK by an ISO 9001 : 2000 Certifi ed Company



Model LLP2200 LLP5500 LLP11000 LLP26000 LLP55000 LLP55UST LLP110UST LLP220UST LLP275UST

Capacity 2200 lb /  
1 tonne

5500 lb / 
2.5 tonne

11000 lb / 
5 tonne

26000 lb / 
12 tonne

55000 lb / 
25 tonne

55 ton /
50 tonne

110 ton / 
100 tonne

220 ton /  
200 tonne

275 ton / 250 
tonne

Resolution 1 lb / 
0.0005 tonne

2 lb / 
0.001 tonne

2 lb / 
0.001 tonne

5 lb /  
0.002 tonne

10 lb / 
0.005 tonne

0.01 ton / 0.01 
tonne

0.05 ton / 0.05 
tonne

0.1 ton /
0.1 tonne

0.1 ton /    0.1 
tonne

Accuracy ± 0.3% of applied load

Weighing Units lb, tonne, kg, kN ton, tonne, 
kg, kN

ton, tonne, kN

Safety Factor 12:1 5:1 4:1 5:1 4:1

Protection Nema 4X / IP 65 

Battery Type 9 V alkaline MN1604 batteries

Battery Life 80 hours continuous

Display Type 1 inch / 25 mm LCD

Operating 
Temperature

14 ° F to 122 ° F / -10 ° C to 50 ° C

Net Weight 3.3 lb / 1.5 kg 4.8 lb / 
2.2 kg

7.7 lb / 
3.5 kg

11.5 lb / 5.2 kg 24.0 lb / 
10.9 kg

81.6 lb / 
37 kg

176.4 lb / 80 kg

Shipping 
Weight

11 lb / 5 kg 13.2 lb /
6 kg

15.4 lb /
7 kg

19.8 lb /
9 kg

31.9 lb / 
14.5 kg

114.4 lb / 52 kg

Dimension A 8.03 in / 204 mm 9.8 in / 
249 mm

12.0 in / 
305 mm

13.38 in / 
340 mm

15.75 in / 
400 mm

23.94 in / 
608 mm

27.16 in / 690 mm

Dimension B 1.69 in / 43 mm 1.85 in / 
47 mm

2.36 in / 
60 mm

2.95 in / 
75 mm

3.9 in / 
99 mm

5.9 in / 150 mm

Dimension C 3.98 in / 101 mm 4.33 in / 
110 mm

5.94 in / 
151 mm

10.04 in / 
255 mm

12 in / 305 mm

Dimension D 5.75 in / 146 mm 6.5 in / 
165 mm

7.6 in / 
193 mm

8.46 in / 
215 mm

9.05 in / 
230 mm

12.6 in / 
320 mm

13.78 in / 350 mm

Dimension E 0.96 in / 24.5 mm 1.5 in / 
38 mm

1.87 in / 
47.5 mm

2.16 in / 
55 mm

2.6 in / 
66 mm

4.25 in / 
108 mm

4.92 in / 125 mm

Dimension F 1.87 in / 47.5 mm 2.6 in / 
66 mm

Dimension G 0.75 in / 19 mm 1.26 in / 
32 mm

Crosby Shackle
(tonne)

G210-3.25T G210-6.5T G210-12T G210-25T G2140-50T G2140-110T G2140-200T G2140-250T
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FEATURES: BENEFITS:

Unique adjustable audible setpoint alarm

Compact size

Powered by standard 9 volt batteries

Nema 4X / IP 65 protection

Peak hold function

Overload counter

Uses standard Crosby fi ttings

Accurate to ± 0.3% of applied load

Industry leader in safety rating

Remote output

Alerts you to unsafe overloads

Minimal headroom loss, portable, versatile

Long lasting–easy to replace 

Weatherproof for rugged, outdoor applications

Facilitates both testing and weighing applications

Records a history of lifts to monitor unsafe and improper use

The highest industry standard for quality and safety

Superior accuracy to avoid unsafe overloads

Tested 3 times at 2 x the safe working load

For connection to accessories

Optional Instrumentation

Handheld Plus Secondary Display and Controller

Push Button Tare, Units, Peak Hold, Offset Adjustment, On/Off, 
  Battery operation - 80 hrs. use

Cable - 32’ / 10 m - longer cable available by special order

LOADLINK  plus 


